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(57) ABSTRACT

A mounting device for mounting a hard disk drive (HDD),
includes a number of retaining members each including a
neck portion and a head portion, an elastic latching member
including a stop portion, and a number of vibration attenua-
tion members fixed on a bottom wall of the HDD. Each
vibration attenuation member includes a top portion, a bottom
portion defining a mounting hole, and two elastic portions.
The mounting hole defines a first hole and a second hole
smaller in width than the first hole and communicating with
the first hole. The retaining members are inserted into the first
holes of the corresponding mounting holes, the HDD is
moved until the neck portions of the retaining members
engage in the second holes of the plurality of vibration attenu-
ation members. The stop portion abuts against an end wall of
the HDD.

7 Claims, 6 Drawing Sheets
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1
MOUNTING DEVICE FOR HARD DISK
DRIVE

BACKGROUND

1. Technical Field

The present disclosure relates to a device for mounting a
hard disk drive (HDD).

2. Description of Related Art

Hard disk drives (HDDs) are fragile and delicate parts.
Vibration generated from transporting, or the use of, the
HDDs may damage the HDDs, or affect the service lives of
the HDDs. Therefore, there is room for improvement in the art
of mounting the HDDs.

BRIEF DESCRIPTION OF THE DRAWINGS

Many aspects of the present embodiments can be better
understood with reference to the following drawings. The
components in the drawings are not necessarily drawn to
scale, the emphasis instead being placed upon clearly illus-
trating the principles of the present embodiments. Moreover,
in the drawings, all the views are schematic, and like refer-
ence numerals designate corresponding parts throughout the
several views.

FIG. 1 is an exploded, isometric view of an exemplary
embodiment of a mounting device together with a hard disk
drive (HDD), wherein the mounting device includes a vibra-
tion attenuation member.

FIG. 2 is an enlarged view of the circled portion II of FIG.
1.

FIG. 3 is an enlarged view of the vibration attenuation
member of FIG. 1.

FIG. 4 is an assembled, inverted view of the HDD and the
vibration attenuation member of FIG. 1.

FIG. 5 is an assembled, isometric view of FIG. 1, showing
the mounting device in a locking state.

FIG. 6 is similar to FIG. 5, but showing the mounting
device in an unlocking state.

DETAILED DESCRIPTION

The disclosure, including the accompanying drawings, is
illustrated by way of example and not by way of limitation. It
should be noted that references to “an” or “one” embodiment
in this disclosure are not necessarily to the same embodiment,
and such references mean at least one.

FIGS. 1 and 2 show an exemplary embodiment of a mount-
ing device for mounting a hard disk drive (HDD) 10 includes
a fastening plate 200, four vibration attenuation members 30,
four screws 50, and an elastic latching member 90 fixed to the
fastening plate 200.

Four retaining members 70 extend up from the fastening
plate 200, and are arranged in a rectangle. Each retaining
member 70 is cylindrical, and includes a neck portion 72
perpendicularly up from the fastening plate 200 and a head
portion 74 formed on a top end of the neck portion 72. A
diameter of the neck portion 72 is less than a diameter of the
head portion 74.

The latching member 90 is set on the fastening plate 200
and adjacent to a side of the retaining members 70. The
latching member 90 includes a fixing piece 91 fixed to the
fastening plate 200. A supporting piece 93 extending up from
one end of the fixing piece 91, as well as an abutting piece 95
extending from a top side of the supporting piece 93 and
parallel to the fastening plate 200. A stop portion 97 extending
up from a side of the abutting piece 95 away from the sup-
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porting piece 93, a connection portion 98 slantingly extend-
ing outward and downward from the top side of the stop
portion 97. In addition, an operation portion 99 extending in
adirection parallel to the fastening plate 200 from a side of the
connection portion 98 opposite to the stop portion 97.

FIGS. 3 and 4 show that, the HDD 100 includes a bottom
wall 100a, a sidewall 105a extending up from a side of the
bottom wall 1004, and an end wall 105 extending up from a
rear end of the bottom wall 100a. Four columns 101 protrude
from the bottom wall 100q, and each column 101 axially
defines a screw hole 103.

Each vibration attenuation member 30 is an elliptic ring,
which includes a top portion 300, a bottom portion 303 par-
allel to the top portion 300, and two elastic portions 305
connected between opposite ends of the top portion 300 and
the bottom portion 303.

Thetop portion 303 defines a through hole 301. The bottom
portion 303 defines a mounting hole 307. The mounting hole
307 includes a first hole 3074, and a second hole 3075 less
than the first hole 307a in width and communicating with the
first hole 307a. Each elastic portion 305 includes a C-shaped
elastic piece 308 connected to the top portion 300, and a
V-shaped bending portion 309 connected between the bottom
portion 303 and the elastic piece 308.

FIGS. 4 and 5 show that in assembly, the screws 50 extend
through the corresponding through holes 301 and engage in
the corresponding screw holes 103, to fasten the vibration
attenuation members 30 to the columns 101 of the HDD 100.
The bottom wall 100a of the HDD 100 is placed above the
fastening plate 200, and the mounting holes 307 are aligned
with the corresponding retaining members 70. The second
holes 3075 are adjacent to the latching member 90. The HDD
100 together with the vibration attenuation members 30 is
manipulated down to allow the head portions 74 of the retain-
ing members 70 to enter the first holes 307a. The HDD 100
together with the vibration attenuation members 30 is slid to
engage the neck portions 72 of the retaining members 70 in
the second holes 3075. At the same time, the bottom wall
100a of the HDD 100 adjacent to the sidewall 105a¢ and the
end wall 105 supported on and abut against the abutting piece
95, and the end wall 105 of the HDD 100 abuts against the
stop portion 97. The stop portion 97 can stop the retaining
members 70 from disengaging from the second holes 3075.
Therefore, the HDD 100 is fixed to the fastening plate 200.
When the HDD 100 and the fastening plate 200 are subjected
to vibrations or shocks, the vibration attenuation member 30
can be deformed to partially absorb the vibration energy.

In disassembly, the operation portion 99 is manipulated
down to let the stop portion 97 disengage from the end wall
105 of the HDD 100. The HDD 100 is slid in the opposite
direction, until the neck portions 72 of the retaining members
70 enter the first holes 307a. Therefore, the HDD 100 can be
readily moved up to disengage from the fastening plate 200.

Itis believed that the present embodiments and their advan-
tages will be understood from the foregoing description, and
various changes may be made thereto without departing from
the spirit and scope of the description or sacrificing all of their
material advantages, the examples hereinbefore described
merely being exemplary embodiments.

What is claimed is:
1. A mounting device for mounting a hard disk drive
(HDD), comprising:
a fastening plate;
a plurality of retaining members, each comprising a neck
portion extending up from the fastening plate, and a head
portion formed on a top end of the neck portion;
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an elastic latching member fixed on the fastening plate, and

comprising a stop portion; and
a plurality of vibration attenuation members, each vibra-
tion attenuation member comprising a top portion, a
bottom portion which defines a mounting hole, and two
elastic portions connected between opposite ends of the
top portion and the bottom portion, the mounting hole
comprising a first hole and a second hole less than the
first hole in width and communicated with the first hole;

wherein, in mounting the HDDs, the plurality of vibration
attenuation members are fixed on a bottom wall of the
HDD, the head portions of the plurality of retaining
members are respectively inserted into the first holes of
the mounting holes, the HDD is then moved until the
neck portions of the plurality of retaining members
engage in the second holes of the plurality of vibration
attenuation members, and the stop portion abuts against
an end wall of the HDD.

2. The mounting device of claim 1, wherein the top portion
defines a through hole, a plurality of columns is protruded
from the bottom wall of the HDD, and each column axially
defines a screw hole, a plurality of screws extends through the
corresponding through holes and engage in the corresponding
screw holes, to fix the plurality of vibration attenuation mem-
bers to the HDD.

4

3. The mounting device of claim 1, wherein the elastic
portions each comprise an elastic piece connected to the top
portion, and a bending portion connected between the bottom
portion and the elastic piece.

4. The mounting device of claim 3, wherein the elastic
piece is C-shaped.

5. The mounting device of claim 3, wherein the bending
portion is V-shaped.

6. The mounting device of claim 1, wherein the latching
member further comprises a fixing piece fixed to the chassis,
a supporting piece extending up from the fixing piece, and an
abutting piece extending from a top of the supporting piece
and parallel to the fastening plate to support and abut against
the bottom wall of the HDD, the stop portion is extended up
from the abutting piece.

7. The mounting device of claim 6, wherein the latching
member further comprises a connection portion slantingly
extending outward and downward from a top of the stop
portion, and an operation portion parallel to the fixing piece
and connected to a side of the connection portion opposite to
the stop portion.



